PACKAGING

Note til pakkeband:

Lag 1 2 Stk. Baereliste t. seng (73837) é
(3]
3 Barelister se beslagsliste
[=2]
. . g Stabilitetskryds se beslagsliste
{. 1 Stk. Sengeside H/V (N) ol &
X
7]
N
3 Stk. EPS 500x92x54
Beslag se beslagsliste
1 Stk. Midterliste (18926): Kiler se beslagsliste
/ 2 Stk. 1 Stk. EPS 1000x130x19 2 Stk. Vinkelbeslag se beslagsliste
Midterben Midterbe
(65842) (65843)
Lag 3
. 1 Stk. Sengeside H/V (N) .
Rev. Latest Revision / Description

E | Lag aendret.

Cardboard closure

Packaging type

Thickness of board / Composition of quality

A - Sideluk

B - 20 mm end protection

3 mm (B-flute, brown) / Min.: ECT 3,9 - Mul 350

INSIDE MEASURE L: | 2052 |B: 300 64 |Glueflap: 45 |Veasuementsigoy. 1 af 3 |PAGEA/1
. Seng INIT: JR | DATE:|16-03-2009
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Lag 1

PACKAGING

1 Stk. Udgaet EPS 1200x185x64 20 gr.

1 Stk.
Fodgavl (76168)

Lag 2

1 Stk. EPS 1060x200x32

2 Stk. EPS 1913x64x20

2 Stk. EPS 425x425x32 30 gr.

1 Stk.

Hovedgavl (76169)

Note til pakkeband:

Samlevejledning

2 Stk. EPS 1090x64x20

Rev.

Latest Revision / Description

B | Samlevejledning er tilfajet pakkeinstruktion.

Cardboard closure

Packaging type

Thickness of board / Composition of quality

A - Sideluk

C - 20 mm end/side protection

3 mm (B-flute, brown) / Min.: ECT 3,9 - Mul 350

INSIDE MEASURE

L: | 1955 |B: | 1092 | H:

65

. Measurements
Glue flap: 45 |Measurement

Box: 2 af 3 |PAGE:1/1

tvilum

76703

Seng 180x200

Paris

INIT: JR DATE :| 04-09-2014
REVISION: B ﬁ)r/):proved JR
DWG.NO. 76703-60




Lag 1

PACKAGING

Note til pakkeband:

E

2 Stk. Topliste (76170)

2 Stk. EPS 133x50x20

Rev.

Latest Revision / Description

AO01 | Farste udgave.

Cardboard closure Packaging type Thickness of board / Composition of quality

A - Sideluk B - 20 mm end protection 3 mm (B-flute, brown) / Min.: ECT 3,9 - Mul 350

INSIDE MEASURE L: | 2033 |B: | 135 [H: 51 |Glueflap: 45 [Veasuemens|gox: 3 af 3 |PAGE:1/1
INIT: JR DATE :| 04-09-2014

tvilum

76703

Seng 180x200

Paris

REVISION: AO p );/).proved

DWG.NO. 76703-60




